





The   “Photo­Injector   at   LAL”   (PHIL   : 
http://phil.lal.in2p3.fr/) is a new electron beam accelerator 
at   LAL.   This   accelerator   is   dedicated   to   test   and 
characterise   electrons   photo­guns   and   high­frequency 




nC/bunch)   electrons   bunch   at   low   repetition   frequency 
(rep<10Hz) [1].  The first beam has been obtained on the 
4th of november 2009. This paper will describe the current 




PHIL is currently a 6 meters   long accelerator  with 2 
diagnostics  beam lines   (see  Figure 3).  The direct  beam 
line   is  mainly   devoted   to  2D   transverse   emittance   and 
bunch   length   measurement.   The   deviate   beam   line   is 
devoted   to   the   mean   and   dispersion   energy   beam 






One of   the BPM is  of   the “button electrode”   type,   the 
other   is   of   “re­entrant   cavity”   type.   The   beam   profile 
monitor is a phosphorescent screen oriented at 45° from 
the   beam   axis.   The   screen   is   a   cerium­doped 
yttrium:aluminium:garnet   (YAG:Ce)   crystal   scintillator 
(300  μm  thickness,   40  mm of   diameter).   Images   have 
already been acquired on this first screen (located at 1925 
mm   from   the   photo­cathode).   These   preliminary 
measurements have shown that a millimeters size beam in 
both horizontal  and vertical  planes   is  already reachable 
(see Figure 2). The vertical and horizontal beam sizes are 
estimated  using  N differents   images,   after  drak  current 
substration (see Figure 1).
The FC is located at the end of the direct beam line.





Figure  2:   example   of   average   transverse   beam   profile 
obtained  at   the   first  YAG:Ce screen  station  (1925 mm 





Figure  1:  CCD  intensity   signal  projected  on  horizontal 









In  2010,   three others  phosphorescent  YAG:Ce screen 
monitors will be installed on PHIL. The first one will be 
mounted   at   the   entrance   of   the   dipole.   It   will   give 
important informations on the beam behaviour just before 
the  dipole,  which  will  be  used   to  correctly  prepare   the 
beam for  mean and energy spread measurement  on  the 
deviate   line.   It   will   also   be   used   for   2D   transverse 
emittance   measurement   using  Kapchinskij­Vladimirskij 
equations and/or slit and/or pepper pot technique. The two 
others   screens  will  be  placed  at   the  end  of  each  beam 
lines, just before the Faraday cups. The one located on the 
direct   beam   line  will   be   used   to   precisely   define   and 
control   the  transverse beam size and position for  futurs 
users. The one located on the deviated beam line will be 
place just after the variable slit and will be used for cross­
checked   the  mean and  dispersion  energy  measurements 
done with the Faraday cup.
Each   phosphorescent   screen   is   associated   with   a 
versatile optical system (made of one or more achromatic 
lens) and a Giga­ethernet CCD camera (2 with 1/3” sensor 
format  with  7.4  μm pixel   size   and  2  with  1/2”   sensor 






2   Integrating   Current   Transformer   (ICT)   along   the 
accelerator will be installed. One will be place at the exit 







The  injector  TTF dipole  is  a  60°1  sector  dipole  with 




s−tan u1 tanu2∗c−tanu1∗tan u 2∗s
where




to   inject   ­   in   the   dipole   ­   a   beam   without   angular 
divergence and to monitor the horizontal beam size at a 
distance  LD  after   the   dipole.   In   the   current   status,   the 
girder supporting the elements of the deviate beam line is 
too short to performe such measurement. Thus, in the first 
commissioning   part,   the   slit   and   the   YAG:Ce   screen 
monitor will be placed at a shorter distance, and energy 
spread   estimation   will   be   evaluated   by   comparison 
between   measurement   and   the   PARMELA   software 
simulations [3]. The accuracy level of the energy spread 













limitation   for   the   minimum   signal   level   that   can   be 




The   “PHoto­Injector   at   LAL”   (PHIL   : 
http://phil.lal.in2p3.fr/)   is   a   new   electrons   beam 
accelerator   at   LAL.  The   first   electron   beam   generated 
with this machine is very recent (4th november 2009) and 
first   beam   measurements   are   currently   used   to   test, 
calibrate and cross­checked existing diagnostics elements 
(beam position monitor, transverse beam profile monitor, 
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